
Standard Accessories Outstanding Features 

TECHNICAL SPECIFICATIONS

NH SERIES
Compact, tough. A hydraulic winch for industrial and commercial applications. The unique  
patented steel gearing system combined with a highly efficient and powerful hydraulic motor ensures 
maximum performance over the full load range. Complete with internal brake to ensure maximum control 
and load holding and backed by Warrior’s un-rivalled Limited Lifetime Warranty.  Stainless steel roller 
fairleads and fittings are standard.

• Steel cable (see below)
• Heavy Duty Roller Fairlead (10000/15000NH)
• 5/16 or 3/8 Hook

HYDRAULIC WINCHES

• Patented Heavy Duty Gearing
•  Integral, Automatic Failsafe Brake
•  Spring Engaged Manual Freespool
•  Stainless Steel fairlead and Fittings
•  Rugged and compact for Long Life

10 000 NH 

RATED LINE PULL: 10 000lbs (4536kg)
MAX LINE PULL: 12 500lbs (5670kg)
MOTOR: Hydraulic Dis 50 ml/r
GEARING: 33:1
DRUM SIZE Dia x L: 72 x 224mm
CABLE Dia x L: 10.2mm x 26.5m
MOUNTING PATTERN: 254 x 114.3mm
DIMENSIONS: 510 x 186 x 224mm
WEIGHT: 55kg

15 000 NH 

RATED LINE PULL: 15 000lbs (6804kg)
MAX LINE PULL: 17 000lbs (7711kg)
MOTOR: Hydraulic Dis 80 ml/r
GEARING: 37:1
DRUM SIZE Dia x L: 89 x 224mm
CABLE Dia x L: 12mm x 26.5m
MOUNTING PATTERN: 254 x 114.3mm
DIMENSIONS: 530 x 206 x 247mm
WEIGHT: 65kg

• All Brass (no corrosion) Series Wound Motor
• Double Sealed Motor
• Sealed Waterproof Contactor
• Reinforced Plastic Contactor Cover 
• Double Sealed Drum (Gearbox/Motor)
• Sealed 3 Stage Planetary Gears
• Stainless Steel 4 Way fairleads
• High Quality Steel Drum Supports (20 000 version)
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